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HIRA LASORATORY
TESTING =QUIPMENT

Time Measurement & Calculation
Technical Specifications:

‘ i~ HR-G0395

HR-G0395 Digital Stop Watch N W /N7
HR-G1396 Calculator 4

IP & ASTM THERMOMETERS

HIRA Test supplies high quality IP & ASTM Thermometers for various material testing applications.
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IP & ASTM
THERMOMETERS

Technical Specifications:

Product Code P AgeTfl_VI Graduation I-(Is]lg:;t Im?r::er:f)ion Dim(irns;i)ons W(fg)ht
HR-G1385 38C - 23-27 0.1°C 260 Total 30x30x300 0,1
HR-G1386 76C - 10-55 0.5°C 240 93 30x30x300 0,1
HR-G1387 8C - 0-45 0.2°C 340 65 30x30x300 0,1
HR-G1388 42C > -38 - (+30) 0.56°C 370 250 30x30x300 0,1
HR-G1389 5C 7e -2 - (+300) 1°C 385 Total 30x30x300 0,1
HR-G1390 6C 8C -2 - (+400) 1°C 385 Total 30x30x300 0,1
HR-G1391 15C qc -5-(+110) 0.5°C 290 57 30x30x300 0,1
HR-G1392 16C 10C 90-370 2°C 290 57 30x30x300 0,1
HR-G1393 28C 11C -6 - (+400) 2°C 310 25 30x30x300 0,1
HR-G1394 47C 13C 155-170 0.5°C 155 Total 30x30x300 0,1
HR-G1395 60C 15C -2 - (+80) 0.2°C 395 Total 30x30x300 0,1
HR-G1397 61C 16C 30-200 0.5°C 395 Total 30x30x300 01
HR-G1398 = 17C 19-27 0.1°C 275 Total 30x30x300 0,1
HR-G1399 = 18C 34-42 0.1°C 275 Total 30x30x300 0,1
HR-G1400 = 19C 49 -57 0.1°C 275 Total 30x30x300 0,1
HR-G1401 = 20C 57 - 65 0.1°C 275 Total 30x30x300 0,1
HR-G1402 - 21C 79-87 0.1°C 275 Total 30x30x300 0,1
HR-G1403 - 22C 95-103 0.1°C 275 Total 30x30x300 0,1
HR-G1404 - 23C 18-28 0.2°C 212 90 30x30x300 0,1
HR-G1405 - 24C 39-54 0.2°C 237 90 30x30x300 0,1
HR-G1406 - 25C 95-105 0.2°C 212 90 30x30x300 0,1
HR-G1407 20C 33C -38 - (+42) 0.2°C 420 50 30x30x300 0,1
HR-G1408 59C 35C 90-170 0.2°C 420 50 30x30x300 0,1
HR-G1409 35€ 47C 58.6-61.4 0.05°C 305 Total 30x30x300 0,1
HR-G1410 = 38C 24-78 0.2°C 395 100 30x30x300 0,1
HR-G1411 = BC -20 - (+50) 0.5°C 287 57 30x30x300 0,1
HR-G1412 = 63C -8-(+32) 0.1°C 395 Total 30x30x300 0,1
HR-G1413 93C 110C 133.6-136.4 0.05°C 305 Total 30x30x300 01
HR-G1414 89C 113C -1-(+#175 0.5°C 405 Total 30x30x300 0,1

www.hira.com.tr




